
Description 
and features

Application

Physical 
constant

Tools

Storage

Health & 
Safety

High Quality Anti-Rust Primer Paint, For internal & external use, Gives Adhesive potency to the Iron 

Surfaces and to the subsequent coat layers, Manufactured from the finest row materials in the world, 

Used as a Base coat and also to protect the iron surfaces from rustiness.

1 -  All surfaces should be flat, clean and completely dry  before painting. 

2 -Paint one coat or More )Depending on the Surface( Of “Anti Rust Primer  Almadina Misurata“

Color

Viscosity                 

Coverage

Gloss

Drying time Dilution   

Thinning

Weight

Available in several colors

95:100 Kerbs

6:8 m2/liter depending on the thickness

Matte

Touch dry 2 hours and completely dry after 24 hours 

kerson

04 kg  -  850 g

Product should be stored in the original package for 24 months from the production date , store it un-

der normal conditions and keep it away from direct sunlight.

1 - Don’t keep food in the empty package.

2 - Keep it away from the reach of children.

3 - Avoid direct contact with eyes or skin , in case of contact with eyes you should  clean immediately 

with plenty of clean cold water and seek medical advice .

4 - This product is free of polluted materials to the environment.

Brush Roller Spray gun

  Anti-Rust Primer


